PART 1 - GENERAL

1.1 SUMMARY:

A. Section Includes:
   1. Fire extinguishers.
   2. Fire extinguisher cabinets.
   3. Hose cabinets.
   4. Fire extinguisher mounting brackets.

PART 2 - PRODUCTS

2.1 MANUFACTURERS:

A. J.L. Industries/Samson Products.
B. Larsen's Manufacturing Company.
C. Modern Metal Products by Muckle.
D. Potter-Roemer Division of Smith Industries, Inc.

2.2 FIRE EXTINGUISHERS:

A. Fire Extinguishers: 10 lbs., multi-purpose dry chemical, with pressure indicating gauge.

B. Class: 4A:60B:C; UL approved.

C. Color: Red.

2.3 FIRE EXTINGUISHER AND HOSE CABINETS:

A. Mounting Type: Recessed or "semi-recessed" whenever possible.

B. Style: As selected by the Architect and approved by the Owner - rounded corners preferred.

C. Door Type: Clear acrylic glazing.

D. Door Hardware: Pull handle with roller catch; continuous, stainless steel hinge.

E. Finish: Manufacturer's standard white epoxy or baked enamel coating.

2.4 MOUNTING BRACKETS:
A. Manufacturer's standard mounting brackets for extinguisher type specified.

B. Color: Red.

PART 3 - EXECUTION

3.1 INSTALLATION:

A. Install in locations and at mounting height required by applicable codes.

B. Unless otherwise required, mount top of fire extinguisher at 5'-0" above finished floor.

END OF SECTION 10520