SECTION 03600
GROUT

PART 1 - GENERAL

1.1 SUMMARY:

A. Section Includes:

1. Non-shrink grout under steel column bearing plates.
2. Non-shrink grout under steel beam bearings.
3. Non-shrink grout under elevator door sills.
4. Non-shrink grout in erection blockouts, connection blockouts or pockets.
5. Non-shrink grout under site lighting pole base plates.

B. Related Sections:

1. Section 04200 - Unit Masonry: Masonry grouting.
2. Section 04400 - Stone: Stone grouting.
3. Section 05120 - Structural Steel: Steel framing and base plates.
4. Section 09300 - Tile: Tile grouting.

PART 2 - PRODUCTS

2.1 MANUFACTURERS/PRODUCTS:

A. Non-Metallic Grout: Where exposed to view or weathering, provide grout complying with ASTM C1107 Class B with a minimum compressive strength of 6000 psi. Provide one of the following:

1. U.S. Grout Corporation "Five Star Grout"
2. Master Builders "Master Flow 928"
3. L&M Chemical Company "Crystex"
4. Euclid Chemical Company "HiFlow"
5. Cormix Construction Chemical Company "Supreme"

B. Metallic Grout: Where covered by earth, concrete or masonry, or otherwise concealed from view:

1. Master Builders "Embeco 636"
2. L&M Chemicals "Ferro-Grout"
3. Euclid Chemical Company "Firmix"

PART 3 - EXECUTION

Not Used

END OF SECTION 03600