
Project Name/#:_________________________________________

Required? General/Site Description Inspector

Preconstruction Meeting

A preconstruction meeting is required for every project. This should include at 

a minimum the contractor, project manager, engineer and inspector. All UCB Inspectors

Inlet Protection/Erosion Controls

Adequate protection of all inlets, ponds, drainage ditches or any other  water 

ways on the site, as well as any inlets a minimum of 100 feet down gradient is 

required. Silt fences and/or other erosion controls, as specified in the 

construction drawing or UCB Specifications, are required. No separate 

inspections are required for these items, inspector will sign off (assuming 

acceptance) during first site visit/inspection.  Any UCB Inspector

Locates

Locates have been performed and are visible throughout construction. 

Locates are required on all jobs requiring any disturbance of the ground, 

before a tool is placed to earth. No separate inspection required for this item, 

inspector will sign off (assuming acceptance) during first site visit/inspection. Any UCB Inspector

Potable Water Description Inspector
Required for every potable water 

line installation

Alignment Inspection

The alignment and elevation staking for all permitted water main construction 

must be inspected. UCB Civil Inspector

Grading and Trenching

The inspector will ensure that the trench excavation is in accordance with the 

approved plan and is maintained in a safe condition. Existing utilities must be 

adequately protected and the waterline must be continuously supported by 

the bottom of the trench. The inspector will also verify that the contractor is 

not dewatering trench without a valid construction dewatering permit.  

Standard ‐ ASTM D‐2922 & D‐3017 UCB Civil Inspector

Water Pipeline Inspection

The inspector will ensure that the pipe is properly assembled prior to bedding 

and backfilling of the trench, pipe slope is constant and meets design criteria, 

materials are being stored properly prior to their placement and that 

materials have been tested in accordance with project specifications. UCB Civil Inspector

Pipe Bedding and Compaction

Inspector will ensure that the material used for pipe bedding and that the 

compaction of the bedding material is satisfactory prior to the backfilling of 

the trench. Compaction tests must be performed as required by the project 

specifications. UCB Civil Inspector

Backfill Material and Compaction 

Inspection

Inspector verifies the quality of the backfill material, the maximum lift height 

for the size of the trench, the adequacy and uniformity of the compaction, and 

that the correct type of backfill is used for the location of the trench.  Ensure 

that the marking tape is set at the correct elevations.  Material testing in 

accordance with UCB Standards. UCB Civil Inspector

Pressure/Leakage Test Inspection

Inspector will witness all pressure leakage testing. Contractor performs test 

and supplies balance of equipment. Standard ‐ AWWA C‐600 and UCB 

Standards. UCB Civil Inspector

Line Disinfection Inspection

Inspector will ensure that the contractor uses the proper equipment and 

techniques to properly disinfect all of the new lines. Water generated from 

the test must be discharged to sanitary sewer.  Inspector will verify that the 

contractor performs the bacteriological testing after disinfection. Standard – 

COB Design & Construction Standards. UCB Civil Inspector

Inspection Required After Final 

Grading

Inspection of final valve box adjustments and tracer wire connection points.  

Inspector will ensure that the tracer wire is continuous and provides a good 

signal for locating purposes.  Valve boxes will be inspected for cleanliness and 

operability. UCB Civil Inspector
Required when applicable elements 

are present

Thrust Block Inspection

Inspector will ensure that the thrust blocking conforms to the standard 

details, or that the engineer has obtained approval of an alternative thrust 

block design and what is constructed conforms to the design.  Material testing 

is required. UCB Civil Inspector

Fire Hydrant and Valve Inspection

Inspector will ensure that the valve, assembly, fire hydrant, and all fittings are 

installed as required by plans and specifications and verify that the valve 

operates correctly. Standard ‐ AWWA C‐600 or C‐603, C‐104 and UCB 

Standards and details. UCB Civil Inspector

Civil Utilities and Structural Inspections By Discipline
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Fire Lines

The underground piping (for water supply and free standing fire department 

connection) needs to be inspected to ensure that proper material is used, e.g., 

ductile iron, cement lined inside tar coated outside, ASTM …, etc.  Inspector 

will ensure that galvanized piping is not used and the FDC conforms to NFPA 

requirements. UCB Civil Inspector

Pavement Replacement

Inspection of required pavement and/or concrete replacement in accordance 

with the plans and specifications.

UCB Concrete 

Inspector

Inspection Required After Street 

Paving

Inspector will check all water valve boxes and water meter boxes for proper 

adjustment and cleanliness and will check for fire hydrant "Red Ring" removal 

(if applicable). UCB Civil Inspector

Storm Sewer Description Inspector

Alignment

Inspector will check alignment and elevation staking for all permitted storm 

drain mains, catch basins, laterals, inlets, box culverts, drainage pipes, head 

walls, etc. UCB Civil Inspector

Grading and Trenching

Existing utilities must be adequately protected and the sewer line must be 

continuously supported by the bottom of the trench. Inspector will verify that 

the contractor is not dewatering trench without a valid construction 

dewatering permit. UCB Civil Inspector

Storm Sewer Line and Structures

Inspector will ensure that pipe furnished is of the type, class, and size required 

by the construction plans. Inspector will ensure that the pipe and/or storm 

drain devices are properly assembled, constructed, installed at locations 

shown on plan. UCB Civil Inspector

Storm Sewer Line Bedding

Inspector will ensure that the material used for pipe bedding and that the 

compaction of the bedding material is satisfactory prior to the backfilling of 

the trench. UCB Civil Inspector

Backfill Material and Compaction

Inspector verifies the quality of the backfill material, the maximum lift height 

for the size of the trench, the adequacy and uniformity of the compaction, and 

the corrected type of backfill is used for the location of the trench.  Ensure 

that the marking tape is set at the correct elevations.  Material testing in 

accordance with UCB Standards. UCB Civil Inspector

Storm Sewer Manhole Construction

Inspector will ensure that the manhole base, invert barrel and cone sections, 

steps and ring and cover, are built in accordance with the plans and 

specifications. UCB Civil Inspector

Storm Sewer Inlet Construction

Inspector will ensure the installation of BMPs does not create a flow 

restriction at the storm sewer inlets which could potentially cause flooding 

and damage. UCB Civil Inspector

TV Camera Inspection

Inspector will witness and review a TV camera inspection of the completed 

sewer lines. UCB Civil Inspector

Pavement Replacement

Inspection of required pavement and/or concrete replacement in accordance 

with the plans and specifications.

UCB Concrete 

Inspector

Inspection Required After Final 

Grading

Inspection of final manhole, inlets, catch basins, adjustments, etc.  Inspect 

structures for cleanliness, paint, steps, grading, grout touch‐ups, handrails, 

etc.

Sanitary Sewer Description Inspector

Alignment

The inspector will check alignment and elevation staking for sanitary sewer 

construction. UCB Civil Inspector

Grading and Trenching

Existing utilities must be adequately protected and the sewer line must be 

continuously supported by the bottom of the trench. The inspector will verify 

that the contractor is not dewatering trench without a valid construction 

dewatering permit. UCB Civil Inspector

Sewer Pipeline

The inspector will ensure that the pipe furnished is of the type, class and size 

required by the plans and that the pipe is properly assembled and that service 

taps and cleanouts have been installed at the locations shown on plans. UCB Civil Inspector

Pipe Bedding and Compaction

The inspector will ensure that the material used for pipe bedding and that the 

compaction of the bedding material is satisfactory prior to the backfilling of 

the trench. UCB Civil Inspector

Backfill Material and Compaction

The inspector will verify the quality of the backfill material, the maximum lift 

height for the size of the trench, the adequacy and uniformity of the 

compaction, and that the corrected type of backfill is used for the location of 

the trench.  They will ensure that the marking tape is set at the correct 

elevations and check that no infiltration of groundwater is seen.  Material 

testing in accordance with UCB Standards. UCB Civil Inspector

Manhole/Cleanout Construction

The inspector will ensure that the manhole base, invert barrel and cone 

sections, steps, ring and cover are built in accordance with the plans and 

specifications. UCB Civil Inspector
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Air Test

The inspector will witness and verify the leak test performed by the 

contractor. Standard ‐ COB Design & Construction Standards Chapter 9. UCB Civil Inspector

TV Camera Inspection

Inspector will witness and review a TV camera inspection of the completed 

sewer lines. UCB Civil Inspector

Sewer Pipe Deflection Inspection Inspector will witness the deflection test (if required). UCB Civil Inspector

Pavement Replacement

Inspection of required pavement and/or concrete replacement in accordance 

with the plans and specifications.

UCB Concrete 

Inspector
Inspection Required After Final 

Grading

Inspection of final manhole and cleanout adjustments.  Inspection of 

manholes for cleanliness. UCB Civil Inspector

Foundation Drainage Description Inspector

Alignment

Inspector will check alignment and elevation staking for all permitted 

foundation drain lines and cleanouts. UCB Civil Inspector

Grading and Trenching

Existing utilities must be adequately protected and the sewer line must be 

continuously supported by the bottom of the trench. Inspector will verify that 

the contractor is not dewatering trench without a valid construction 

dewatering permit. UCB Civil Inspector

Foundation Drain Line

Inspector will ensure that pipe furnished is of the type, class, and size required 

by the construction plans. Inspector will ensure that the pipe and associated 

cleanouts are properly assembled, constructed, installed at locations shown 

on plan. UCB Civil Inspector

Foundation Drain Line Bedding

Inspector will ensure that the material used for pipe bedding and that the 

compaction of the bedding material is satisfactory prior to the backfilling of 

the trench. UCB Civil Inspector

Backfill Material and Compaction

Inspector verifies the quality of the backfill material, the maximum lift height 

for the size of the trench, the adequacy and uniformity of the compaction, and 

the corrected type of backfill is used for the location of the trench. Material 

testing in accordance with UCB Standards. UCB Civil Inspector

TV Camera Inspection

Inspector will witness and review a TV camera inspection of the completed 

foundation drain lines. UCB Civil Inspector

Pavement Replacement

Inspection of required pavement and/or concrete replacement in accordance 

with the plans and specifications.

UCB Concrete 

Inspector
Inspection Required After Final 

Grading Inspection of final cleanout, adjustments, etc.  UCB Civil Inspector

Concrete Description Inspector

Preparation

The sub grade must be brought to grade, scarified and compacted prior to 

placement of curb, gutter, and sidewalk or driveways.

UCB Concrete 

Inspector (small jobs), 

Outside Consultant 

(large jobs)

Reinforcing Work

Ensure that the steel has been installed and tied in accordance with the plans 

prior to placement of the concrete. The steel must be free of rust, dirt, scale, 

oil, etc.  Standard ‐ ASTM A‐82, 185, 615, 670, and ACI‐318

UCB Concrete 

Inspector (small jobs), 

Outside Consultant 

(large jobs)

Form Work

Ensure that the forms are to line and grade, strong enough to contain the 

concrete, and that the surfaces of the form have been adequately prepared to 

receive the concrete.

UCB Concrete 

Inspector (small jobs), 

Outside Consultant 

(large jobs)

Concrete Placement

Determine if the weather is suitable for pouring. Ensure that the contractor 

has adequate equipment and workers to place and finish the concrete prior to 

initiating the pour and that the concrete is properly placed with joints, as 

required by the plans and specifications.

UCB Concrete 

Inspector (small jobs), 

Outside Consultant 

(large jobs)

Concrete Finish

Ensure that the concrete is adequately finished, including tamping, score 

marks, corner rounding and finish. Check for excessive deviations from grade, 

or damage caused during removal of the forms.

UCB Concrete 

Inspector (small jobs), 

Outside Consultant 

(large jobs)

Concrete Curing

Ensure that the contractor takes adequate steps to properly cure and protect 

the concrete.

UCB Concrete 

Inspector (small jobs), 

Outside Consultant 

(large jobs)
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Material testing

A minimum of one set of tests per 100 cu. yds of concrete of each type poured 

in any one day is required. For concrete having a specified strength of 5000 psi 

or greater, one test per 50 cu. yds., but not less than one test each day, is 

required. For caisson concrete, one test for each 50 cu. yds but not less than 

one test per caisson requiring more than one truckload and one test per 

truckload when used in more than one caisson is required. Outside Consultant

Final Inspection

A walk‐through inspection is to be performed by the inspector and contractor. 

Deficiencies will be noted (punch list) and must be corrected by contractor 

prior to finalizing permit. The inspector will copy the punch list to the project 

manager and the FM engineer.  Ensure that all sidewalk ramps, depressions, 

driveway wings, etc. are in conformance with ADA requirements.

UCB Concrete 

Inspector

Asphalt Description Inspector

Sub grade Prep and Blue Topping

Contractor must do any cut and fill work required to bring the sub grade to 

the alignment and grade shown on the plans. Unsuitable material must be 

removed and the sub grade must be scarified and compacted. Finished grade 

"Blue Tops" are required. Standard ‐ ASTM D‐2922 & D‐3017

UCB Concrete 

Inspector (small jobs), 

Outside Consultant 

(large jobs)

ABC Installation and Blue Topping

Contractor must install and compact an aggregate base course to the 

thickness shown on the plans. Ensure that the material is placed in the proper 

number of lifts, adequately watered and compacted, and true to the grades 

shown on the plans. Finished grade "Blue Tops" are required.  Standard ‐ 

ASTM C‐117,131, 136, D‐2922 & 3017 and AASTHO T‐89, 90, 99, 191

UCB Concrete 

Inspector (small jobs), 

Outside Consultant 

(large jobs)

Asphalt Paving and Grades

Contractor must install the asphalt paving as shown on the plans; verify that 

the weather is suitable; the contractor has completed all sub grade work, and 

that adequate equipment and labor is available on the job site to begin the lay 

down operation. Ensure that the asphaltic concrete is within acceptable 

temperature ranges and is installed in the proper number of lifts, obtains 

adequate compaction, and is brought to the grades shown on the plan. Verify 

the uniformity of the material and installation and that tack coats are applied 

between lifts as needed. Material tested in accordance with DSD Private Lab 

Testing Policy. Standard ‐ ASTM D‐75, 1559, 448, 3381, C‐131, & 207 and 

AASMTO M‐17, 29, T‐89, 90, 164, 168, & 176

UCB Concrete 

Inspector (small jobs), 

Outside Consultant 

(large jobs)

Field Testing

Asphalt paving shall be tested for gradation, asphalt content and in‐place 

density in accordance with the most stringent of the CDOT Standard 

Specification for Road and Bridge Construction, Latest Edition, or the current 

edition of the CDOT Field Materials Manual. Field‐testing shall be performed 

by the paving contractor’s certified nuclear gauge operator and monitored by 

the Owner’s representative. The contractor’s nuclear gauge operator shall be 

on site at all times when paving operations occur. In addition, certified test 

results of density achieved shall be submitted by the paving contractor or 

representative to the Owner within 48 hours after placement of asphalt. Outside Consultant

Valve and Manhole Adjustments

After paving, the contractor must bring all frames, covers, and valve boxes to 

the surface of the asphalt, and install concrete collars. Ensure that the work is 

done correctly and that none of the adjustments are overlooked.

UCB Concrete 

Inspector

Final Inspection

A walk‐through inspection is performed by inspector and contractor. 

Deficiencies are noted and must be corrected by the contractor.  The 

inspector will copy the punch list to the project manager and the FM engineer.

UCB Concrete 

Inspector

Utility Tunnels Description Inspector

Reinforcing work

Ensure that the steel has been installed and tied in accordance with the plans 

prior to placement of the concrete Outside Consultant

Conduit Ensure the conduit is constructed pursuant to the construction drawings. Outside Consultant

Stanchions

Ensure the stanchions are constructed pursuant to the construction drawings.  

Verify the height of the grout pad, the spacing interval of the stanchions, and 

corrosion protection on the stations. Outside Consultant

Core Holes

Verify that the FM Engineer, Tunnel Manager, and Utility Locator have been 

notified on the location of the core hole(s).  Verify that an X‐ray, or equivalent, 

has been performed to locate reinforcing bars and any potential conduit in 

concrete.  The contract shall have the core hole location(s) and the rebar 

locations clearly marked on the concrete for the inspector to observe. Outside Consultant
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Backfill and Compaction

Inspector verifies the quality of the backfill material, the maximum lift height 

for the size of the trench, the adequacy and uniformity of the compaction, and 

the corrected type of backfill is used for the location of the trench.  Ensure 

that the marking tape is set at the correct elevations.  Material testing in 

accordance with UCB Standards. Outside Consultant

Utility Placement

Check alignment and elevation staking for utility and tunnel placement in 

conformance with the construction drawings. Outside Consultant

Final Inspection

A walk‐through inspection is performed by inspector and contractor. 

Deficiencies are noted and must be corrected by the contractor.  The 

inspector will copy the punch list to the project manager and the FM engineer. Outside Consultant

IBC Inspections Description Inspector

Concrete slab and under floor 

inspection

Concrete slab and under floor inspection shall be made after in‐slab or under‐

slab reinforcing steel and building service equipment, conduit, piping 

accessories, and other ancillary equipment items are in place, but before any 

concrete is placed or floor sheathing installed, including subfloor.

UCB Building Inspector 

or Outside Consultant

Lowest floor elevation

In flood hazard areas, upon placement of the lowest floor, including the 

basement, and prior to further vertical construction, the elevation 

certification required by IBC 2009 Section 1612.5 shall be submitted to the 

Building Official.

UCB Building Inspector 

or Outside Consultant

Frame inspection

Framing inspection shall be made after the roof deck or sheathing, all framing, 

fire blocking and bracing are in place and pipes, chimneys and vents to be 

concealed are complete and the rough electrical, plumbing, heating wires, 

pipes and ducts are approved.

UCB Building Inspector 

or Outside Consultant

Lath and gypsum board inspection

Lath and gypsum board inspections shall be made after lathing and gypsum 

board, interior and exterior, is in place, but before any plastering is applied or 

gypsum board joints and fasteners are taped and finished. Exception: gypsum 

board that is not part of a fire‐rated assembly or a shear assembly.

UCB Building Inspector 

or Outside Consultant

fire‐ and smoke‐resistant penetrations 

Protection of joints and penetrations in fire‐resistance‐rated assemblies, 

smoke barriers and smoke partitions shall not be concealed from view until 

inspected and approved.

UCB Building Inspector 

or Outside Consultant

Energy efficiency inspections

Inspections shall be made to determine compliance with IBC 2009 Chapter 13 

and shall include, but not be limited to, inspections for: envelope insulation R‐ 

and U‐ values, fenestration U‐value, duct system R‐value, and HVAC and water‐

heating equipment efficiency.

UCB Building Inspector 

or Outside Consultant

Other inspections

The building officials authorized to make or require other inspections of any 

construction work to ascertain compliance with the provisions of the 2009 IBC 

and other laws or standards that are enforced by the department.

UCB Building Inspector 

or Outside Consultant

Final Inspection

The final inspection shall be made after all work required by the building 

permit is complete. UCB Building Inspector

IBC Special Inspections Description Inspector

Inspection of fabricators

Where fabrication of structural load‐bearing members and assemblies is being 

performed on the premises of a fabricator's shop, special inspection of the 

fabricated items shall be required. This includes: verification that the 

fabricator maintains detailed fabrication and quality control procedures that 

provide a basis for inspection control of the workmanship and the fabricator's 

ability to conform to approved construction documents and referenced 

standards. Not required if fabricator is approved per IBC 2009 Section 

1704.2.2 EOR/Outside inspector
Steel Construction ‐ special 

inspections Description Inspector

Material verification of high‐strength 

bolts, nuts and washers

Periodic inspection of identification markings to conform to ASTM standards 

specified in approved construction documents as well as manufacturer's 

certificate of compliance.  EOR/Outside inspector

inspection of high‐strength bolting

Includes periodic inspection of snug‐tight joins and pretensioned and slip‐

critical joints using turn‐of‐nut with  matchmarking, twist‐off bolt or direct 

tension indicator methods of installation. Continuous inspection of 

pretensioned and slip‐critical joints using turn‐of‐nut without  matchmarking 

or calibrated wrench methods of installation. EOR/Outside inspector

Material verification of structural 

steel and cold‐formed steel deck

Periodic inspection for structural steel of identification markings to conform 

to AISC 360. Periodic inspection for other steel, identification markings to 

conform to ASTM standards specified in the approved construction 

documents. Periodic inspection of manufacturer's certified test reports. EOR/Outside inspector
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Material verification of weld filler 

materials

Periodic inspection of identification markings to conform to AWS specification 

in the approved construction documents. Periodic inspection of 

manufacturer's certificate of compliance. EOR/Outside inspector

Inspection of welding for structural 

steel and cold‐formed steel decks

Continuous inspection of: complete and partial joint penetration groove 

welds, multipass fillet welds, single‐pass fillet welds >5/16", and plug and slot 

welds. Periodic inspection of single‐pass fillet welds less than or equal to 

5/16", and floor and roof deck welds. EOR/Outside inspector

Inspection of welding for reinforcing 

steel

Continuous inspection of reinforcing steel resisting flexural and axial forces in 

intermediate and special moment frames, and boundary elements of special 

structural walls of concrete and shear reinforcement. Continuous inspection 

of shear reinforcement. Periodic inspection of verification of weldability of 

reinforcing steel other than ASTM A 706. Periodic inspection of other 

reinforcing steel. EOR/Outside inspector

Inspection of steel frame joint details

Periodic inspection of details such as bracing and stiffening, member locations 

and application of joint details at each connection. EOR/Outside inspector
Concrete construction ‐ special 

inspections Description Inspector

Inspection of reinforcing steel Periodic ‐ including prestressed tendons and placement

UCB Concrete 

Inspector (small jobs), 

Outside Consultant 

(large jobs)

Inspection of reinforcing steel welding See "Steel construction ‐ special inspections" Outside Consultant

Inspection of bolts

Continuous inspection of bolts to be installed in concrete prior to and during 

placement of concrete where allowable loads have increased or where 

strength design is used. Outside Consultant

Inspection of anchors Periodic inspection of anchors installed in hardened concrete Outside Consultant

Design mix Periodic verification of use of required mix design

UCB Concrete 

Inspector (small jobs), 

Outside Consultant 

(large jobs)

Testing of concrete

Continuous ‐ at the time fresh concrete is sampled to fabricate specimens for 

strength tests, perform slump and air content tests, and determine the 

temperature of the concrete. Outside Consultant

Placement

Continuous inspection of concrete and shotcrete placement for proper 

application techniques

UCB Concrete 

Inspector (small jobs), 

Outside Consultant 

(large jobs)

Curing

Periodic inspection for maintenance of specified curing temperature and 

techniques

UCB Concrete 

Inspector (small jobs), 

Outside Consultant 

(large jobs)

Prestressed concrete

Continuous inspection of application of prestressing forces and grouting of 

bonded prestressed tendons in the seismic‐force‐resisting system.  Outside Consultant

Precast concrete erection Periodic inspection of erection of precast members

UCB Concrete 

Inspector (small jobs), 

Outside Consultant 

(large jobs)

Post‐tensioned concrete Periodic verification of in‐situ strength of concrete, prior to stressing tendons Outside Consultant

Beams and structural slabs

Periodic verification of in‐situ strength of concrete, prior to removal of shores 

and forms

UCB Concrete 

Inspector (small jobs), 

Outside Consultant 

(large jobs)

Formwork

Periodic inspection of formwork for shape, location and dimensions of the 

concrete member being formed

UCB Concrete 

Inspector (small jobs), 

Outside Consultant 

(large jobs)
Masonry level 1 construction ‐ 

special inspections Description Inspector
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Compliance

Periodic verification of compliance with required inspection provisions of the 

construction documents and the approved submittals

UCB Concrete 

Inspector (small jobs), 

Outside Consultant 

(large jobs)

Self‐consolidation grout Continuous verification of slump flow and VSI as delivered to the site Outside Consultant

Compressive strength

Periodic verification of ƒ'm and ƒ'aac prior to construction, except where 

specifically exempted by IBC 2009

UCB Concrete 

Inspector (small jobs), 

Outside Consultant 

(large jobs)

At the start of masonry construction

Periodic verification of: proportions of site‐prepared mortar, construction of 

mortar joints, location of reinforcement, connectors, prestressing tendons and 

anchorages, prestressing technique, and grade and size of prestressing 

tendons and anchorages.

UCB Concrete 

Inspector (small jobs), 

Outside Consultant 

(large jobs)

During masonry construction

Periodic inspection of: size and location of structural elements; type, size and 

location of anchors, including other details of anchorage of masonry to 

structural members, frames or other construction; specified size, grade and 

type of reinforcement, anchor bolts, prestressing tendons and anchorages; 

preparation, construction and protection of masonry during cold weather 

(Below 40F) or hot weather (above 90F). Continuous inspection of welding of 

reinforcing bars and application and measurement of prestressing force.

UCB Concrete 

Inspector (small jobs), 

Outside Consultant 

(large jobs)

Prior to grouting

Periodic verification of: clean grout space; placement of reinforcement and 

connectors, and prestressing tendons and anchorages; proportions of site‐

prepared grout and prestressing grout for bonded tendons; construction of 

mortar joints.

UCB Concrete 

Inspector (small jobs), 

Outside Consultant 

(large jobs)

Grout placement

Continuously verified for compliance, including grouting of prestressing 

bonded tendons

UCB Concrete 

Inspector (small jobs), 

Outside Consultant 

(large jobs)

Specimens

periodic inspection of preparation of any required grout specimens mortar 

specimens and/or prisms shall be observed Outside Consultant
Masonry level 2 construction ‐ 

special inspections Description Inspector

Compliance

Periodic verification of compliance with required inspection provisions of the 

construction documents and the approved submittals Outside Consultant

Self‐consolidation grout Continuous verification of slump flow and VSI as delivered to the site Outside Consultant
Premixed or preblended mortar and 

grout

Periodic verification of proportions of materials in premixed or preblended 

mortar and grout as delivered to the site Outside Consultant

Compressive strength

Periodic verification of ƒ'm and ƒ'aac prior to construction and for every 5,000 

square feet during construction Outside Consultant

Bonded tendons

Periodic verification of proportions of site‐prepared mortar, grout and 

prestressing grout for bonded tendons. Continuous verification of application 

and measurement of prestressing force. Outside Consultant

Placement

Periodic verificaiton of placement of masonry units, reinforcement, 

connectors, prestressing tendons, anchors and construction of mortar joints Outside Consultant

Grout

Continuous verification of grout space prior to grout, placement of grout and 

placement of prestressing grout Outside Consultant

Structural elements Periodic verification of size and loaction of structural elements Outside Consultant

Anchors

Continuous verification of specified type, size, grade and location of anchors, 

including other details of anchorage of masonry to structural members, 

frames or other construction Outside Consultant

Reinforcement

Continuous verification of specified type, size and grade of reinforcement, 

anchor bolts, prestressing tendons and anchorages. Continuous verification of 

welding of reinforcing bars. Outside Consultant

Weather

Periodic verification of preparation, construction and protection of masonry 

during cold weather (below 40F) or hot weather (above 90F) Outside Consultant

Specimens

Continuous inspection of preparation of any required grout specimens mortar 

specimens and/or prisms shall be observed Outside Consultant

Soils ‐ special inspections Description Inspector

Bearing Capacity

Periodic verification that materials below shallow foundations are adequate 

to achieve the design bearing capacity Outside Consultant
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Excavations

Periodic verification that excavations are extended to proper depth and have 

reach proper material Outside Consultant

Fill materials

Periodically observe subgrade and verify that the site has been perpared 

properly prior to placement of compacted fill. Periodically perform 

classification and testing of compacted fill materials. Continuously verify use 

of proper materials, densities and lift thicknesses during placement and 

cmpaction of compacted fill.  Outside Consultant
Driven deep foundations ‐ special 

inspections Description Inspector

Materials

Continuously verify element materials, sizes and lengths comply with the 

project requirements Outside Consultant

Capacities

Continuously determine capacities of test elements and conduct additional 

load tests, as required Outside Consultant

Placement

Continuously observe driving operations and maintain complete and accurate 

records for each element. Continuously verify placement locations and 

plumbness, confirm type and size of hammer, record number of blows per 

foot of penetration, determine required penetrations to achieve design 

capacity, record tip and butt elevations and document any damage to 

foundation element. Outside Consultant

Additional elements

For steel, concrete‐filled and speciality elements, perform inspections in 

accordance with relevant sections or as determined by the registered design 

professional Outside Consultant
Cast‐in‐place deep foundations ‐ 

special inspections Description Inspector

Placement

Continuously observe drilling operations and maintain complete and accurate 

records for each element. Continuously verify placement locations and 

plumbness, confirm element diameters, bell diameters (if applicable), lenghts, 

embedment into bedrock (if applicable) and adequate end‐bearing strata 

capacity. Record all concrete or grout volumes. Outside Consultant
Concrete elements Perform inspections in accordance with relevant sections Outside Consultant

Note: Only utilities and structural inspections shown. Additional inspections may be required on a job by job basis.
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